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MAXIMUM SLOPE N YON) MAX SLOPE (TYP — ‘— MATCH EXISTING PAVEMENT (UNDISTURBED)
(MIND AN 112 A VARIES PAVEMENT SRR /\\ 3000 PSI CONCRETE (TYF) (TP TYPE AND THICKNESS
A 1:20 (MAX.) 6 SECTION BACKFILL FROM 5% 4 0.5% (4" MINIMUND SAW CUT EDGE, CLEAN AND
37 (MIN.) BOTTOM OF CURB TO MAX SLOPE (TYP) COAT WITH RS—1 EMULSION
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DETECTABLE NOTES: \//\//\
WARNING SURFACE 6" (MAX.) REVEAL 1. SEE ATTACHEMENTS PLAN FOR LIMITS OF CURBING. N SR
PLAN 2. ADJOINING STONES SHALL HAVE THE SAME OR APPROXIMATELY THE SAME LENGTH.
NOTES: ——= 3. MINIMUM LENGTH OF CURB STONES = 3’ EDGE OF ROADWAY
1. RAMPS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE AMERICANS WITH DISABILITIES ACT AND LOCAL 4. MAXIMUM LENGTH OF CURB STONES = 10’ TRANSITION CURB
AND STATE REQUIREMENTS 5. MAXIMUM LENGTH OF STRAIGHT CURB STONES LAID ON CURVES (SEE CHART). DRIVEWAY TO BE EXCAVATED TRENCH
2. PROVIDE 6” COMPACTED CRUSHED GRAVEL BASE BENEATH RAMPS 6. ALL RADIl 20 FEET AND SMALLER SHALL BE CONSTRUCTED USING CURVED SECTIONS. , EDGE OF ROADWAY (SEE TRENCH SECTION)
3. DETECTABLE WARNING SURFACE SHALL BE ADA SOLUTIONS, INC, REPLACEABLE TACTILE PAVERS OR 7. JOINTS BETWEEN STONES SHALL BE MORTARED. 3" BITUMINOUS
4. INSTALL DETECTABLE WARNING SURFACE SHALL BE PER MANUFACTURER'S RECOMMENDATIONS.
5. INSTALL DETECTABLE WARNING SURFACE FOR THE FULL WIDTH OF 0" REVEAL SIDEWALK AS SHOWN ABOVE. TYPICAL DRIVEWAY TRANSITION WITH
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: 6 L, 5'—0" MIN. — —#— 0" REVEAL — / -— PLAN VIEW
TIP DOWN 0" REVEAL 7 TP DOWN NO CURB P . SIDEWALK SLOPE R=1/47k 1”
1:2 _ VARIES
PLAN PLAN MATCH PAVEMENT “MAXVOM SLOPE 0 (MAX.) %
ELAR FINISH GRADE. 1:12
NOTES: 0” REVEAL
1. RAMPS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE : ” CONTROL JOINT
AMERICANS WITH DISABILITIES ACT AND LOCAL AND STATE 6 4 \ N.T.S.
REQUIREMENTS EDGE OF SIDEWALK 4” CONCRETE WALK (8" THICK IN
2. PROVIDE 6" COMPACTED CRUSHED GRAVEL BASE BENEATH RAMPS \ VEHICULAR AREAS), 28 DAY Town of
NOTES: 3. DETECTABLE WARNING SURFACE SHALL BE ADA SOLUTIONS, INC, 6’ CURB TIP—DOWN COMPRESSIVE STRENGTH OF
1. RAMPS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE AMERICANS REPLACEABLE TACTILE PAVERS OR APPROVED EQUAL..INSTALL 4,000 P.S.l. 7% AIR ENTRAINED
WITH DISABILITIES ACT AND LOCAL AND STATE REQUIREMENTS DETECTABLE WARNING SURFACE SHALL BE PER MANUFACTURER’S PLAN 6x6 W2.9xW2.9 W.W.F. MESH Ham ton NH
2. PROVIDE 6” COMPACTED CRUSHED GRAVEL BASE BENEATH RAMPS RECOMMENDATIONS. 6" X 67 WI.2xW1.2 WWF p
3. DETECTABLE WARNING SURFACE SHALL BE ADA SOLUTIONS, INC, 4. INSTALL DETECTABLE WARNING SURFACE FOR THE FULL WIDTH OF
REPLACEABLE TACTILE PAVERS OR APPROVED EQUAL.. 0” REVEAL SIDEWALK AS SHOWN ABOVE. DUMMY JO|NT
NOTES: 4 1/2” EXPANSION JOINT
CONCRETE WHEELCHAIR ‘ L/ WITH SEALANT NOTES:
CONCRETE WHEELCHAIR 1. RAMPS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE AMERICANS WITH DISABILITIES ACT AND LOCAL e - 1. PROVIDE EXPANSION JOINTS WHERE NEW
AND STATE REQUIREMENTS N R e X X ' SIDEWALK MEETS EXISTING WALK.
ACCESSIBLE RAMP (TYP E B> ACCESSIBLE RAMP (TYPE C 2. PROVIDE 6" COMPACTED GRUSHED GRAVEL BASE BENEATH RAMPS ;
3. DETECTABLE WARNING SURFACE SHALL BE ADA SOLUTIONS, INC, REPLACEABLE TACTILE PAVERS OR 8 = 2. PROVIDE BROOM FINISH IN DIRECTION
NOT SCALE NOT SCALE APPROVED EQUAL. PERPENDICULAR TO CURB.
4. INSTALL DETECTABLE WARNING SURFACE SHALL BE PER MANUFACTURER'S RECOMMENDATIONS. SECTION A—A
5. INSTALL DETECTABLE WARNING SURFACE FOR THE FULL WIDTH OF 0” REVEAL SIDEWALK AS SHOWN ABOVE. 3. CEMENT CONCRETE SHALL BE 4,000
1/4” 70 1/2" SILICA FILLED WITH SEALANT 6" COMPACTED CRUSHED GRAVEL—NHDOT 304.3 PSI-TYPE |l
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NOT TO SCALE SCALE: AS SHOWN

ATTACHMENT C



jhale
Text Box
Bid 2016-011


jhale
Rectangle


